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“to be removed for use by the occupant.”

INTRODUCTION
Jason’s JF1000 exposed thermostatic shower features 
contemporary styling; a seven inch easy-clean showerhead; 
an On/Off and diverter integrated device; an exposed two-
outlet thermostatic “anti-scald” shower mixer; easy-clean 
wand-style hand shower; plated brass body with ceramic 
disc valve; and is available in brushed nickel and polished 
chrome.

CONTENTS
Jason’s JF1000 exposed thermostatic shower includes a 
plated brass body, showerhead, hand shower with sliding 
bracket, and mounting hardware.

TOOlS & maTERIalS REqUIRED
For safety and ease of installation, Jason recommends the 
following tools: safety glasses, drill, flashlight, adjustable 
wrench, screwdriver, tape measure, and PTFE plumbers 
tape. Specific tools and materials for installing this product 
include the following:

- Adjustable wrench
- Hex wrench

INSTallaTION
All local and state plumbing codes must be observed. It is 
the responsibility of the installer/owner to determine specific 
code compliance when installing this product.

1. Follow steps a through c to install the escutcheon plates 
and mixer.  See also Figure 1.   
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Figure 1

Figure 2

c. Fit the mixer into the escutcheon plates and hand-tighten 
the water flow control knobs onto the pipes.  Use an 
adjustable wrench to tighten the knobs as shown in 
Figure 3.  

a.  Wrap the exposed pipes with Teflon tape to prevent 
water leakage.

b. Assemble the escutcheon as shown in Figure 2 and 
ensure that it fits snug to the wall.

Figure 3
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d. Connect the hand-held shower to the mixer as shown 
in Figure 7.

Figure 6

Figure 7

INSTallaTION INSTRUCTIONS (cont.)

b. Slide the hand-held shower bracket onto the neck of 
the wall-mounted shower as shown in Figure 5.

c. Using an adjustable wrench, connect the neck of the 
wall-mounted shower to the mixer as shown in Figure 
6.

Figure 5

a. Measure from the center of the diverter escutcheon to 
a point 620 -720 mm (24 1/2” - 28”) above the starting 
point.  Mark this point and drill a hole for the mounting 
screw.  See Figure 4.

  Slide the stabilizer onto the neck of the wall-mounted 
shower.  See Figure 4.

  Using an adjustable wrench, fasten the stabilizer to the 
wall.  See Figure 4.  

2. Follow steps a through e to install the shower head and 
the hand-held shower.  See also Figure 4.

Figure 4
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INSTallaTION INSTRUCTIONS (cont.)

e. Install the shower head as shown in Figure 8.

Figure 8

Turn the mixer knobs to turn the water On or Off; adjust the 
water temperature; and to change the water flow from the 
shower head to the hand-held shower.  

1. To turn the water Off, move the mixer dial to Stop as 
shown in Figure 9.

Figure 9

2. To turn the water On, turn the mixer knob(s) as shown in 
Figure 10.  Note:  The diverter valve should be in the Up 
position.

Figure 11

3. To change the water flow from the shower head to the 
hand-held shower, depress the diverter valve and turn 
the mixer knob as shown in Figure 11.

OPERaTING INSTRUCTIONS

Figure 10
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Figure 12

maINTENaNCE INSTRUCTIONS
Maintaining the hot Water 
therMostatic Barrier cartridge

1. Turn off the water supply to the shower.

2. Remove the knob (C) by pulling in the direction of the 
arrow.

3. Remove the hot limit stop (D) and the white plastic 
ring (E).

4. Remove the Thermostatic Barrier cartridge:

a. With an adjustable wrench (or a 24mm wrench) 
unscrew the thermostatic barrier cartridge (F) and 
remove.

b. Clean the thermostatic barrier cartridge with 
running water.

c. In the event of mineral deposits, soak the 
thermostatic barrier cartridge overnight in a 
decalcification solution (white vineger).

5. Use a damp cloth to clean inside the housing (G).

6. Lubricate the trim around the thermostatic barrier 
cartridge and reseat the cartridge (F) in the housing 
(G).

7. Replace the white plastic ring (E).

8. Turn on the water supply to the shower and allow a 
small amount of hot water to flow until it reaches a 
stable temperature.

9. Setting the water temperature:

a. Rotate the shaft on the cartridge (F) until the water 
temperature reaches 38°C (100°F).

b. Place the hot limit stop (D) on the thermostatic 
barrier cartridge (F) so that the red reference spot 
matches the reference spot on the body of the 
mixer.

10. Press the knob (C) onto the mixer so that the On 
reference line on the knob matches the temperature 
reference on the body of the mixer.

11. Test the function of the mixer to ensure there are no 
leaks and that the knob turns the water On and Off.

cleaning the Filter

1. Turn off the water supply to the shower.

2. Use an adjustable wrench (or a 30mm wrench) to 
dismantle the mixer from the pipe.

3. Remove the filter (A) from the housing.

4. Clean with running water.

5. In the event of mineral deposits, soak the filter 
overnight in a decalcification solution (white vineger).

6. Reassemble the filter into the housing with the 
rounded side out.

7. Reassemble the mixer onto the pipe as in Figure 1.

Figure 13

daily Maintenance

To maintain the chrome finish of the mixer, clean daily with 
a mild soap and water.  Wipe dry with a soft cloth.

CAUTION:  Do not use harsh detergents or abrasive 
cleaners which damage the chrome surface of the 
mixer.
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INSTallaTION INSTRUCTIONS (cont.)

Maintaining the cold Water diverter 
cartridge

1. Turn off the water supply to the shower.

2. Remove the knob (A) by pulling away from the mixer 
housing (G).

3. Remove the insert (B).

4. Remove the ring (D).

5. With an adjustable wrench (or a 30 mm wrench) 
unscrew the nut (E) and remove.

6. Remove the diverter cartridge (F).

7. Use a damp cloth to clean inside the housing (G).

8. Replace the diverter cartridge (F).

9. With an adjustable wrench (or a 30 mm wrench) screw 
the nut (E) back onto the diverter cartridge.  Do not 
over-tighten.

10. Replace the ring (D).

11. Replace the insert (B).

12. Press the knob (A) onto the mixer so that the On 
reference line on the knob matches the reference on 
the body of the mixer.

13. Test the function of the mixer to ensure there are no 
leaks and that the knob turns the water On and Off.

Figure 14


